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NETWORK DOME
CAMERA

Cont ro l led over In t er netControlled over Internet

PIXORD NETWORK DOME CAMERA

22X Zoom

See what you want instantly
(Fast Pan-Tilt-Zoom with Preset
points)

Internet Joystick as local control
keyboard

30/25 fps network video in live

Main Features

Ethernet
Power/Status LED

Network LED

Alarm In/Out Jack
RS-485 In/ Out Jack

Video Out BNC Jack
Power In Jack

PIXORD 261



NETWORK DOME
CAMERA

PIXORD 261

The PIXORD Network Dome Camera is an all-in-one Web-Based Dome
camera for remote surveillance applications. It allows you to control the
Pan/Tilt/Zoom function remotely via standard Web Browser. Local control
via control panel enhances the usability for security applications.

With 128 sets programmable preset point & 4 groups AUTO PAN control,
you can monitor multi-objects as you want in the same area flexibly.

PIXORD Network Dome Camera supports
two kinds of housing with power box for
outdoor installation.

PIXORD Network Dome Camera supports
two ways for indoor installation.

PIXORD 2652
Wall Mount

PIXORD 2651
Pendant Mount

PIXORD Network Dome Camera supports two kinds of models for RS-485 control.

PIXORD 2653 PIXORD 2654

Technical Speci f icat ion
HARDWARE

Model
Video
Power Supply
Input Voltage
Power Consumption

Optical Zoom
OPTICAL LENS Focal Length

Aperture (F)
Angle of View
Pan Travel

Pan/ Tilt/ Zoom Tilt Travel
Group Setting
Preset Positions
Height

Dimension & Weight Diameter
Weight

CCD
Minimum Illumination
Horizontal Resolution

PIXORD 261PL PIXORD 261PF PIXORD 261NL PIXORD 261NF
PAL NTSC

AC 24V AC 90~260V AC 24V AC 90~260V
12Vdc
18W
22X
3.9 – 86 mm
F1.6 – F3.6
Wide: 38.2°(V) – 50.9°(H) Tele: 1.8°(V) – 2.4°(H)
360° continuous
-5° ~ +95°
4 to organize
128 positions
208 mm
145 mm
2.5 Kg
1/4-Inch interline
0.3 Lux
480 TV lines

NETWORK

Hardware

Network Interface
Image Compression
Video Adjustment
Protocols

Max. Resolution

Performance
Event Trigger & Action
Installation
Software Upgrade

System Requirements

Security

CPU: 32 Bits RISC Processor
ROM: 2M Bytes Flash ROM
RAM: 16M Bytes SDRAM
Four fully opto-isolated alarm inputs
One RJ-45 for Ethernet (10 / 100 Base-T)
JPEG; Motion JPEG
Brightness, Contrast, Hue, Saturation, Quality Level adjustment
TCP/IP, UDP, ARP, ICMP, HTTP, FTP, Telnet, SMTP, DHCP, PPP
NTSC: 704x480(Single), 352x240(Quad)
PAL: 704x576(Single), 352x288(Quad)
Up to 30/25 frames per second
Programmable Event Script with Wizard support
Assign IP address: using ARP & Ping or IP-Installer software
Local or Remote software up-gradable using FTP
Standard browser such as Microsoft IE4.x or 5.x or above, or Netscape
Navigator 7.x running on Win95/98/2000, Linux.
Three-layer Password Protection

OPERATING ENVIRONMENT
Operating Temp.
Operating Humidity
Outdoor
APPROVAL
Accessories

Option

-5°C ~ +50°C
20% ~ 80%
Requires dome housing for outdoor use
CE; FCC
CD Title with manual/software, Quick Installation Guide, Ethernet Cable
Outdoor Dome Housing
Control Panel
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How can I connect the PIXORD Dome Camera ?

LAN (Local Area Network) - frame rate up to full motion video (30/25 frames/second)

Standard dial-up modem - frame rate up to 2 frames/second.

xDSL connection - frame rate up to full motion video (30/25 frames/second)

Wireless network adapter- frame rate up to full motion video (30/25 frames/second)

PIXORD Dome Camera can be connected to the Internet/intranet in a number of
ways. Please find examples below. *Frame rates dependant on available bandwidth.
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Total image size under different compression ratios
Image Size
Unit:KB/per sec.


